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1. Scope

1.1 Identification
This SVD documents Link-11/TADIL-A Admin (L11Adm) Version 3.0.4.2.
L11Adm is hosted on the following platforms:

» Hardware: Tactical Advanced Computer, version 3/4 (TAC-3/TAC-4)
Operating System: HP-UX 10.20
DIl COE Kernel: 3.0.1.0 (with patches P1 and P2)

e Hardware: Sparc 10/20
Operating System: Solaris 2.5.1
DIl COE Kernel: 3.0.0.3 (with patches P2, P3, and P4)

1.2 System Overview

The L11Adm segment loads the configuration menus that enable the two-way capability.
Loading the L11Adm segment will select the two-way implementation table by default.

1.3 Product I nformation

Product Qualification
Test and evaluation (T& E) were performed at the INRI San Diego facility prior to delivery of the
software.

Product Restrictions
INRI's intellectual property rights to deliverables defined in this document are covered by the
copyright license under the clause in DFARS 252.227-7013 (Nov 1995).

Product Dependencies

This segment is dependent on a properly installed and configured Operating System, Kernel,
Unified Build (UB) 3.0.2.5, and UB 3.0.2.5P1. To provide a visual display, load Joint Mapping
Tool Kit (JMTK) for UB 3.0.2.5, JIMTK patch 1 for UB 3.0.2.5P1, and an appropriate account

group. The Link-11/Tadil-A Interface core component is also required.

2. Referenced Documents

The following documents are referenced elsewhere in this SVD:
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2.1 Government Documents
None.

2.2 Non-gover nment Documents
None.

3. Version Description

3.1 Inventory of materialsreleased

M agnetic media:

The following unclassified tapes are included in the delivery.

Documents:

L11Adm Version 3.0.4.2 Segment on a4mm DAT cartridge, intended for TAC-
3/TAC-4 hardware environment. This segment can be run on DIl COE Kernel
Version 3.0.1.0 (with patches P1 and P2) supporting HP-UX 10.20 Operating
System.

L11Adm Version 3.0.4.2 Segment on an 8mm EXABY TE cartridge, intended for
Sparc 10/20 hardware environment. This segment can be run on DIl COE Kernel
Version 3.0.0.3 (with patches P2, P3, and P4) supporting Solaris Operating
System Version 2.5.1.

For each document listed below, two laser originals and a disk containing an MS Word 6.x file
accompany the delivery:

Installation Procedures (1P) for L11Adm Version 3.0.4.2,
DI1.3042.HP1020_SOL 251.L11Adm_IP_1.0, 1 August 1997.

Software Version Description (SVD) for L11Adm Version 3.0.4.2,
DI1.3042.HP1020_SOL251.L11Adm _SVD_1.0, 1 August 1997.

3.2 Inventory of Software Contents

A listing of al computer libraries and filesfor L11Adm Version 3.0.4.2 islocated in Appendix
B.
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3.3 Changes|nstalled

A listing of al changes incorporated into the software since L11Adm Version 2.3.0.0 (delivered
with UB 3.0.2.5) islocated in Appendix A.

34 Waivers

None.

35 Adaptation Data

None.

3.6 Installation Instructions
Installation instructions are located in:
e Installation Procedures (IP) for L11Adm Version 3.0.4.2,
DI1.3042.HP1020_SOL 251.L11Adm_IP_1.0, 1 August 1997.
The following configuration is recommended:
« RAM: 128 MB minimum; 192 optimum

o Diskspaces 2GB
e Swap Space: 300 MB

3.7 Possible Problems and Known Errors

A listing of al problems and known errors for L11Adm Version 3.0.4.2 islocated in Appendix
C.
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4. Notes
4.1 Acronyms
C4i Command, Control, Communications, Computers, and Intelligence
COE Common Operating Environment
DAT Digital Audio Tape
DIl Defense Information Infrastructure
DFARS Defense Federal Acquisition Regulation Supplement
GB Gigabyte
HP-UX Hewlett-Packard UNIX-based Operating System
INRI Inter-National Research Institute, Inc.
IP Installation Procedures
JMTK Joint Mapping Tool Kit
MB Megabyte
RAM Random Access Memory
SvD Software Version Description
TAC-3/TAC-4 Tactical Advanced Computer, Version 3/4
uB Unified Build
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Appendix A: ChangesInstalled

There were no functional changesin this product release. However, the software was recompiled
and relinked against the current DIl COE software baseline.
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Appendix B:  Inventory of Software Contents

The following list identifies computer libraries and filesfor L11Adm Version 3.0.4.2.

L11Adm/Integ:
V SOutput

L11Adm/Scripts:
.cshrc.L11Adm

L 11Adm/SegDescrip:
DEINSTALL* PostInstalI*

Seginfo SegName
Vdidated

L 11Adm/bin:
L11Adm-ImpSel ect*

L11Adm/data:
Menuy/

L 11Adm/data/M enus:
SAMenus.L11Adm

ReleaseNotes
VERSION
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Appendix C: Possible Problemsand Known Errors

There are no known problems for L11Adm Version 3.0.4.2.
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